






cìääó ^ìíçã~íÉÇ lìíéìí
aÉÅìêäÉê provides consistent and
reliable output quality. Programmable
settings let you define parameters for
specific stocks ensuring flat output that
is ready for finishing.
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ac^ `çãéäá~åÅÉ
Document Finishing Architecture (DFA)
is a standard interface which defines the
logical and physical connections that
allow third-party devices to connect to
the DocuColor 7000AP/8000AP.

diç~ÇJtÜáäÉJoìåJqçåÉê Ó
productivity remains high because you don’t
have to stop the DocuColor 8000AP when
loading toner. A reservoir holds enough to
produce up to 5,000 prints while you load
new toner cartridges.
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Xerox DocuColor® 7000AP/8000AP Digital Presses

m~éÉê cÉÉÇ jçÇìäÉ is comprised
of two 2,000-sheet trays, enabling you to
run lightweight and heavyweight stocks
from 60-300 g/m². A secondary feed module
can be added to extend paper capacities to a
total of 8,000 sheets, allowing for jobs with
up to four different types of stocks.

^ `ìëíçã m~éÉê pÉíìé enables
you to create, store, and retrieve unique
paper profiles based on characteristics of
a paper that can be utilised over and over.

_ dÉ~êäÉëë jçíçêë provide
consistency in overall image quality.

uÉêçÖê~éÜáÅ bñÅÉääÉåÅÉ Ó
outstanding 2400 x 2400 dpi resolution
and digital halftone screens are achieved
through state-of-the-art VCSEL Technology.

A Corotron Cleaning Assembly provides
easy cleaning of corotron wires to enable
consistently high image quality.

a

f

m~éÉê m~íÜI including the stainless-
steel inversion and duplex paths, plays an
important role in supporting benchmark
image quality, reliability, and speed.
Customer-adjustable settings let you
fine-tune image positioning.

`ìëíçãÉê ^Çàìëí~ÄäÉ
^äáÖåãÉåí with electronic control
over skew, perpendicularity, and lead-edge
adjustments keeps registration within a tight
tolerance.
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léíáçå~ä eáÖÜJ`~é~Åáíó
pí~ÅâÉê provides production stacking
capabilities by supporting all media,
regardless of size and weight. Maximum
stack weight for the cart is 45 kg.
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léíáçå~ä pí~ÅâÉêLpí~éäÉê
enhances productivity with the ability to
staple up to 50 sheets (80 g/m²).
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` jçÇÉ mêçÖê~ããáåÖ
• All-Weights Mode enables all stocks to

run at 70/80 ppm on A4 regardless of
media weight and type.

• Single-Weight Mode allows speed to
vary based on stock weight for a glossier
look and feel.

• Mixed-Media Mode optimises
throughput speed for jobs with mixed
paper weights.
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Features for Advanced Productivity.


